
Features:

Covered by Hitachi's Lifetime Lithium Ion tool warranty & 2-Year Lithium Ion battery warranty
Equipped with Brushless motor technology, for maximum run time and durability
Powered by Lithium Ion battery technology, for fade free, lightweight power and extended battery life
Responsive Variable Speed Trigger, provides complete control during operation
On-Tool Battery Indicator, to gauge the status of the battery and reduce down time
LED Light, to illuminated the workspace when user in darker areas
Belt Hook, to keep tool close at hand
Kit includes (1) 18V 3.0Ah  Lithium Ion Slide Type batteries that deliver steady power for the duration of the charge
Kit includes the DV18DBFL2S 18V Brushless Lithium Ion Hammer Drill that produces up to 620 in/lbs of torque and is equipped with a 1/2" ratcheting
metal chuck to minimize bit slippage
Kit includes the WH18DBFL2S 18V Brushless Lithium Ion Impact Driver that delivers up to 1,522 in/lbs of torque and up to 3,100 RPM/3,400 BPM,
and is equipped with Hitachi's Active Control System that adjusts the RPM to the torque level to minimize the chance of stripping a screw 
Click to download the DV18DBFL2S Owners Manual
Click to download the DV18DBFL2S Parts List
Click to download the WH18DBFL2S Owners Manual
Click to download the WH18DBFL2S Parts List

Includes:

3.0Ah Compact Battery (1) - 339782
Charger  - UC18YKSL
#2 Phillips Bit
Bag

Specifications
DV18DBFL2S Brushless Hammer Drill 

Chuck     1/2" Keyless

Belt Hook Yes, On-Tool

Max No-Load Speed 0-400/ 0-1,800 RPM 

KC18DBFL2S 18V Lithium Ion Brushless Hammer Drill and Impact Driver Combo Kit

Includes:
3.0Ah Compact Battery (1) - 339782
Charger  - UC18YKSL
#2 Phillips Bit
Bag

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/products-album/drill-impact-driver-driver/kc18dbfl2s.jpg?sfvrsn=61d13666_9
http://hitachipowertools.com/us/main-navigation/tools?category=/tools/cordless/lithium-ion&title=DV18DBFL2S++18V+Lithium+Ion+Brushless+Hammer+Drill+with+1+Battery
http://hitachipowertools.com/us/main-navigation/tools?category=/tools/new-products/new-cordless&title=WH18DBFL2S+18V+Lithium+Ion+Brushless+Impact+Driver+with+1+Battery
https://hitachipowertools.com/docs/default-source/owners-manual/ds_dv_18dbfl2_om-english-only.pdf?sfvrsn=27d93666_4
https://hitachipowertools.com/docs/default-source/product-parts-list/dv18dbfl2_bd.pdf?sfvrsn=cd1b3666_2
https://hitachipowertools.com/docs/default-source/owners-manual/wh18dbfl2_omc1bc588878656e40a3ccff00003019ae.pdf?sfvrsn=18d93666_2
http://www.hitachipowertools.com/docs/default-source/default-document-library/wh18dbfl_pl.pdf?sfvrsn=0
https://hitachipowertools.com/docs/default-source/product-parts-list/wh18dbfl2_bd.pdf?sfvrsn=cc1b3666_2
#


Max No-Load Speed 0-400/ 0-1,800 RPM 

Max Impact Rate 0-27,000 BPM 

Torque 620 in/lbs 

Length  7-7/13"

Variable Speed Trigger

LED Light Yes, On-Tool

Battery Indicator Yes, On-Tool

Battery Type Lithium Ion Slide

Battery Ah 3.0

Weight (w/ Compact 3.0Ah Battery 3.7 lbs 

  

WH18DBFL2S Brushless Impact Driver

Chuck 1/4" Hex 

Max No-Load Speed 0-3,100 RPM

Max Impact Rate 0-3,400 BPM 

Torque 1,522 in/lbs 

Length  5-1/32"

Variable Speed Trigger

LED Light              On-Tool 

 Battery Indicator On-Tool             

Battery Type Lithium Ion Slide

Battery Ah 3.0

Weight (w/Compact 3.0Ah Battery) 2.9 lbs 
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