
Features:

 

Click to view Hitachi 2018 Catalog for Commercial Products
UVP (User Vibration Protection) technology greatly reduces vibration related injuries
AHB (Aluminum Housing Body) construction significantly enhances the internal and external durability of the tool 
Powerful 15 amp motor produces a full load impact rate of 1000 BPM
51.6 ft-lbs (70J) of impact energy- highest demolition performance in it's class
Patented UVP (User Vibration Protection) Technology significantly reduces vibration, minimizing user fatigue
Soft grip handles for comfort during extended use
Shock absorbing mechanism reduces user fatigue and can increase productivity
Accepts popular 1-1/8" Hex bits
Download the H90SG Tool Card

Includes:

Hex Bar Wrench (6mm)

Specifications
Amps 15 

Impact Energy 51.6 ft-lbs 

Impact Rate 1000 BPM

Vibration Level 7.7 m/s2 

Noise Level 108 dB

Shank 1-1/8" Hex 

Bit Types Collared or Slotted 

H90SG AHB Aluminum Housing Body, UVP User Vibration Protection, 70 lb 1-1/8" Hex Demolition Hammer

Includes:
Hex Bar Wrench (6mm)

https://d3fkpfjtsbc1o1.cloudfront.net/images/default-source/products-album/d595e23b-f6bf-48e7-84ca-d17274adfa99.jpeg?sfvrsn=5cf34866_7
https://www.youtube.com/watch?v=Pr_zYaQwhk0
https://hitachipowertools.com/docs/default-source/catalogs/ic266_hitachi-2018-commercial-catalog_low-res.pdf?sfvrsn=aaa43666_4
http://www.hitachipowertools.com/docs/default-source/tool_cards/ic133_tool_cards_2016_h90sg.pdf?sfvrsn=2
#


Bit Types Collared or Slotted 

Weight 70.5 lbs

Packaging Carton Box

Warranty 1-Year 
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